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1 EU - TYPE EXAMINATION CERTIFICATE  

2 Equipment or Protective System Intended for use in Potentially Explosive Atmospheres 

Directive 2014/34/EU 

 

3 EU - Type Examination Certificate 
Number: 

Baseefa04ATEX0024X – Issue 15 

3.1 In accordance with Article 41 of Directive 2014/34/EU, EC-Type Examination Certificates referring to 94/9/EC that were in 
existence prior to the date of application of 2014/34/EU (20 April 2016) may be referenced as if they were issued in accordance 
with Directive 2014/34/EU.  Supplementary Certificates to such EC-Type Examination Certificates, and new issues of such 
certificates, may continue to bear the original certificate number issued prior to 20 April 2016. 

4 Product:  An Xgard Gas Detector 

5 Manufacturer Crowcon Detection Instruments Limited 

6 Address: Abingdon, Oxfordshire, OX14 1DY, United Kingdom 

7 This re-issued certificate extends EC Type Examination Certificate No. Baseefa04ATEX0024X to apply to product designed 
and constructed in accordance with the specification set out in the Schedule of the said certificate but having any variations 
specified in the Schedule attached to this certificate and the documents therein referred to. 

8 SGS Fimko Oy, Notified Body number 0598, in accordance with Article 17 of Directive 2014/34/EU of the European Parliament 
and of the Council, dated 26 February 2014, certifies that this product has been found to comply with the Essential Health and 
Safety Requirements relating to the design and construction of products intended for use in potentially explosive atmospheres 
given in Annex II to the Directive. 

8.1 The original certificate was issued by SGS Baseefa Ltd (UK Notified Body 1180).  It, and any supplements previously issued by 
SGS Baseefa Ltd have been transferred to the supervision of SGS Fimko Oy (EU Notified Body 0598).  The original certificate 
number is retained. 

 The examination and test results are recorded in confidential Report No. See Certificate History 

9 Compliance with the Essential Health and Safety Requirements has been assured by compliance with: 

 EN IEC 60079-0: 2018    EN 60079-1: 2014    EN 60079-31: 2014 

 except in respect of those requirements listed at item 18 of the Schedule. 

10 If the sign “X” is placed after the certificate number, it indicates that the product is subject to the Specific Conditions of Use 
specified in the schedule to this certificate. 

11 This EU - TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the specified product.  Further 

requirements of the Directive apply to the manufacturing process and supply of this product.  These are not covered by this 
certificate. 

12 The marking of the product shall include the following: 

 II 2 GD  Ex db IIC T6 Gb    Ex tb IIIC T80°C Db     (Tamb = -40°C to +50°C) or 

               Ex db IIC T4 Gb    Ex tb IIIC T110°C Db   (Tamb = -40°C to +80°C) or 

               Ex db IIC T3 Gb    Ex tb IIIC T180°C Db   (Tamb = -40°C to +150°C) 

 SGS Fimko Oy Customer Reference No. 0249 Project File No. 23/0497 

This document is issued by the Company subject to their General Conditions for Certification Services accessible at   http://www.sgs.com/en/Terms-and-

Conditions.aspx . Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein.  Any holder of this document is 

advised that information contained herein reflects the Company’s findings at the time of their intervention only and within the limits of Client’s instructions, 

if any.  It does not necessarily indicate that the equipment may be used in particular industries or circumstances.  The Company’s sole responsibility is to 

its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction documents.  

This document cannot be reproduced except in full, schedule included, without prior written approval of the Company.  Any unauthorized alteration, forgery 

or falsification of the content or appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. 

SGS Fimko Oy 
Takomotie 8 

FI-00380 Helsinki, Finland 
Telephone +358 (0)9 696 361 
e-mail sgs.fimko@sgs.com  

web site www.sgs.fi 

Business ID 0978538-5   Member of the SGS Group (SGA SA) 

 
 

 

 

 

Mikko Välimäki 
SGS Fimko Oy 

http://www.sgs.com/en/Terms-and-Conditions.aspx
http://www.sgs.com/en/Terms-and-Conditions.aspx
mailto:sgs.fimko@sgs.com
http://www.sgs.fi/
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13 Schedule  

14 Certificate Number Baseefa04ATEX0024X – Issue 15 
 

   

15 Description of Product 

The Xgard Gas Detector comprises an aluminium alloy base and threaded cover. Bosses on the base are provided for a 

threaded gas sinter and detector housing, and cable entry ports. The base contains a gas sensor amplifier printed circuit board. 

 

The sensor is rated up to 32V, 10W. 

 

Cable entry holes are provided as specified on the certified drawings for the accommodation of flameproof cable entry devices, 

with or without the interposition of a flameproof thread adapter. Unused entries are to be fitted with suitable certified 

flameproof stopping plugs. 
 

The cable entry devices, thread adapters and stopping plugs shall be suitable for the equipment, the cable and the conditions 

of use and shall be certified as Equipment (not a Component). 

16 Report Number 

See Certificate History 

17 Specific Conditions of Use 

1. This equipment must not be used in a carbon disulphide atmosphere. 

18 Essential Health and Safety Requirements 

In addition to the Essential Health and Safety Requirements (EHSRs) covered by the standards listed at item 9, the following 

are considered relevant to this product, and conformity is demonstrated in the report: 

Clause Subject 

1.2.7 LVD type requirements 

1.2.8 Overloading of equipment (protection relays, etc.) 

1.4.1 External effects 

1.4.2 Aggressive substances, etc. 

19 Drawings and Documents 

New drawings submitted for this issue of certificate: 

Number Sheet Issue Date Description 

CON-4767-A2 1 2 04/24 SINTERED BODY ASSEMBLY XGARD VERSION TYPE 4 

6502 1 2 04/24 XGARD SINTER DISC (ALTERNATIVE) 

6503-CERT 1 4 APR-24 XGARD ST STEEL SINTER ASSY (ALTERNATIVE) 

The above drawings are common to Baseefa04ATEX0024X and IECEx BAS 05.0043X 

Current drawings which remain unaffected by this issue: 

Number Sheet Issue Date Description 

CON-4747 1 of 1 10 2021-09-01 Xgard Enclosure Base Machining - Imperial 

CON-4738 1 of 1 11 2021-09-01 Xgard Enclosure Base Machining - Metric 

CON-4710-A1 1 of 1 16 2021-07-22 Xgard General Assembly 

4711-CERT 1 14 22/11/2017 Xgard ATEX Flameproof Certification Label  
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Number Sheet Issue Date Description 

CON-4734-A4 1 5 07/06 XGARD SINTERED DISC 

CON-4739-A3 1 8 01/09 SINTER HOUSING DETAILS 

4749-CERT 1 2 09/08 SERIAL NUMBER LABEL 

CON-4766-A2 1 1 05/05 SENSOR HEAD PELLISTOR XGARD VERSION TYPE 4 

CON-4768-A2 1 1 05/05 CAP - XGARD VERSION TYPE 4 

CON-4769-A2 1 1 05/05 BODY - XGARD VERSION TYPE 4 

CON-4800-A1 1 of 1 9 05/2018 HT Type 4 Certification Drawing 

4801-CERT 1 9 22/11/2017 Xgard ATEX/IECEx High Temperature Certification Label  

CON-4850-A3 1 1 04/05 GENERAL ASSEMBLY – HT DETECTOR TYPE 4 

CON-4851-A3 1 1 04/05 BODY ASSEMBLY – HT DETECTOR TYPE 4 

CON-4852-A3 1 1 04/05 CAP – HT DETECTOR TYPE 4 

CON-4853-A3 1 1 04/05 BODY – HT DETECTOR TYPE 4 

6501-CERT 1 1 09/08 XGARD SINTER CLAMPING RING 

6025-CERT 1 2 09/08 XGARD ST-ST CERTIFICATION ASSEMBLY 

The above drawings are common to Baseefa04ATEX0024X and IECEx BAS 05.0043X 

20 Certificate History 

Certificate No. Date Comments 

Baseefa04ATEX0024X 7 June 2004 The release of the prime certificate. The associated test and 

assessment against the requirements of EN 50014: 1997 + 

Amendments 1 & 2 and EN 50018: 2000 + Amendment 1 is 

documented in Test Report 03(C)0017. 

Baseefa04ATEX0024X/1 11 July 2005 This supplement permitted an increase in the maximum sinter pore 

size up to 180µm for use in a maximum ambient temperature of 
+150°C with a T3 temperature classification. A Type 4 model was 

introduced for use in a maximum ambient temperature of +150°C 

with a T3 temperature class. The associated assessment is 

documented in Test Report 04(C)0406. 

Baseefa04ATEX0024X/2 14 November 2005 This supplement permitted the introduction of additional information 

on the certification labels. No Report. 

Baseefa04ATEX0024X/3 6 February 2006 This supplement confirms that the current design meets the 

requirements of IEC 61241-0: 2004 and IEC 61241: 2004, including 

revision of the equipment marking in accordance with these 

standards. The associated assessment is documented in Test Report 

05(C)0839. 

Baseefa04ATEX0024X/4 15 May 2006 This supplement permitted minor drawing dimensional changes not 

affecting certification. No Report. 

Baseefa04ATEX0024X/5 31 October 2006 This supplement introduced an alternative assembly incorporating an 

infrared sensor module, designated Xgard IR Gas Detector, plus 

additional minor dimensional changes not affecting certification. No 

Report.  

Baseefa04ATEX0024X/6 21 May 2007 This supplement introduced minor changes to the PCB and earth 

fixing arrangements, together with some clarification of drawing 

details including the casting material specification. The associated 

assessment is documented in Test Report 

GB/BAS/ExTR07.0063/00. 
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Certificate No. Date Comments 

Baseefa04ATEX0024X/7 26 November 2007 This supplement introduced LM25M as an alternative enclosure 

material for the Xgard. The associated assessment is documented in 

Test Report GB/BAS/ExTR07.0178/00. 

Baseefa04ATEX0024X/8 12 September 2008 This supplement introduced an alternative sinter housing 

arrangement for the Xgard unit for use in ambient temperatures of -

40°C to +50°C or +80°C and introduced an alternative enclosure 

design in stainless-steel for the Xgard assembly. It also confirms the 

current design meets the requirements of EN 60079-0: 2006 and EN 

60079-1: 2004. The associated assessment is documented in Test 

Report GB/BAS/ExTR08.0180/00. 

Baseefa04ATEX0024X/9 3 February 2009 This supplement introduced minor drawing changes. The associated 

assessment is documented in Test Report 

GB/BAS/ExTR09.0022/00. 

Baseefa04ATEX0024X/10 31 January 2013 This supplement confirms the current design meets the requirements 

of EN 60079-0: 2012, EN 60079-1: 2007 and EN 60079-31: 2009 

including revision of the equipment marking in accordance with 

these standards, and additional wording changes on the marking 

label. The associated assessment is documented in Test Report 

GB/BAS/ExTR13.0010/00.  

Baseefa04ATEX0024X/11 29 January 2016 This supplement allows clarification of the drawings and minor 

drawing changes. The associated assessment is documented in Test 

Report GB/BAS/ExTR16.0009/00. 

Baseefa04ATEX0024X/12 4 December 2017 This supplement confirms the current design meets the requirements 

of EN 60079-0: 2012 + A11: 2013 including revision of the 

equipment marking in accordance with this standard. The associated 

assessment is documented in Test Report 

GB/BAS/ExTR17.0354/00. 

Baseefa04ATEX0024X/13 8 June 2018 This supplement confirms the current design meets the requirements 

of IEC 60079-0: 2017, EN 60079-1: 2014 and EN 60079-31. The 

associated assessment is documented in Test Report 

GB/BAS/ExTR18.0060/00. 

Baseefa04ATEX0024X 

Issue 14 

4 February 2022 This issue of the certificate incorporates previously issued primary 

and supplementary certificates into one certificate and confirms the 

current design meets the requirements of EN IEC 60079-0: 2018. It 

permits a minor change to the enclosure design whilst permitting the 

use of the previous design and introduces additional enclosure 

machining drawings for clarification. The associated assessment is 

documented in Test Report GB/BAS/ExTR21.0196/00. 

Baseefa04ATEX0024X 

Issue 15 

23 May 2024 To add sinter coating. 

The associated assessment is documented in Test Report 

GB/SGS/ExTR24.0035/00. 

For drawings applicable to each issue, see original of that issue. 
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